PolymersData
availl UL a9 )9 -https://www.polymersdata.com/ar/product/jackdaw-pa66-vitamide
(TDS) /al38bk9009

sales@su-jiao.com

VITAMIDE® AL38BK9009

Nylon 66 azall Jackdaw Polymers &isooll
oxaill jals - 9910 allJl azl>; i 15% asdladl 65Lall
Giioll 909 I

S o %15 iy solas (66 slil) 66 el (Jgy giio s VITAMIDE® AL38BK9009
et oolbe e sl sawll] g ol 6 Bnin oiy evelle sl

aniell wloolgall |

SLasVl SuslolraYl plaill Soiall plaill axo Ll

- 0sll siia> %15 Lagzlz; U sejidl [ guiaxll

- el selaall

anslijaall yolg=ldl

SLas VI SusloueYl plaill Sriall plail amolall

ASTM D792, ISO 1183 - g/cm3 1.47 ol 9l
ASTM D570, I1SO 62 - % 0.90 slodl Loluaiol



SLasVl
ASTM D638, ISO 527-2
ASTM D638, ISO 527-2

ASTM D790, ISO 178

ISO 178
ASTM D790

ISO 180

SLasVl

ASTM D648, ISO
B/75-2
ASTM D648, ISO
A/75-2

ASTM D2117, I1SO
1218

ASTM D696

sVl

ASTM D257, IEC 60093
ASTM D149, IEC 60243-1
IEC 60112

UL 94

ASTM D2863, ISO 4589-2

axSai ol yolgxndl
awo 1

il 699

aidl alUssiawl
sbicuVl Jolro

sluVl slg>]

6__r>oll 39 jul aoruo 699

a, Ll goloadl

wax 96Vl 6,15 as 0

Soslolrmedl plladll 5 iall pllall
psi 18129.75 MPa 125
- % 3.0
psi 1015266.0 MPa 7000
psi 26106.84 MPa 180
psi 26106.84 MPa 180
ft-Ib/in? 2.38 k)/m? 5.0
ollaidl
cll ool
sosbolayl  vHele
F° 410.0 C° 210
F° 392.0 C° 200
F° 491.0 C° 255

- /4.0E-5 cm/cm

SoslelreYl plaill

CO

Joxdl

Jl.e.lﬁ.lyl DJIP az o 6’)3

wlosdl s, L=l sa0idl Joleo

(CLTE)

Il asbilolly asil,eSI golsall

Siall pUaill
1.0E+15 ohms:cm
kV/mm 29

V 475

HB

% 27

amo =l

aroxll aoglaoll
wibeSIl Jinll 699
o lboll gl ja50
Os2auSYI 5o



> il i g Slgriviv aS 0 & Shanghai Susheng Import
63922uwll juauaillg .Export Co., Ltd

Floor 8, Building 2, N0.1919 Bazhigiao Road, Nangiao Town, Fengxian :ylgi=ll / Address
District, Shanghai 201400, P.R.China

(&i92 9> xuudl) Mr. Zhao Yong / Contact
H PY-¥oN ||
sales@su-jiao.com 134l / Email

www.polymersdata.com :zég0ll / Website

86-134-2475-5533+ :Jlg=Jl / Mobile

Lole Tloso JSuis Vg axzdgni osd b 6,55 3all puil] .axlio)l amaidl oUll ol ole £l WT sl o sliu] o5



	VITAMIDE® AL38BK9009

