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ASTM D792

ASTM D2240
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ASTM D412

ASTM D412

ASTM D412

ASTM D624

ASTM D395
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ASTM D518
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psi 174.05
psi 348.09

psi 580.15

Jlrasl piansan
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F°176.0
F°176.0

g/cm3 1.15

MPa 1.20
MPa 2.40
MPa 4.00

% 600

kN/m 28.0

% 14
% 84

S 5 09

C° 80.0
C° 80.0

hr 3.0
hr 3.0

% 20
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Jlreul piasns
F° 347.0 - 293.0
F° 365.0 - 311.0
F° 374.0 - 320.0
F°401.0-347.0

F°122.0-77.0
F° 338.0 - 302.0
F°347.0 - 311.0
F° 365.0 - 329.0
F°401.0-347.0
F° 410.0 - 356.0

F° 410.0 - 374.0

to 175 °C 145
to 185 °C 155
to 190 °C 160
to 205 °C 175
to 50.0 °C 25.0
to 170 °C 150
to 175 °C 155
to 185 °C 165
to 205 °C 175
to 210 °C 180

to 210 °C 190
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wlyobe g wh,lg S s & Shanghai Susheng Import

Floor 8, Building 2, N0.1919 Bazhigiao Road, Nangiao Town, Fengxian :,_,»,J

District, Shanghai 201400, P.R.China

sales@su-jiao.com

www.polymersdata.com

+86-134-2475-5533

(Kiss 9515) Zhao Yong slsl

.Export Co., Ltd

tJaoul

:CL_I_IMJL_JS

ol oD

Cgmzo sl Orosai 9 diiwd Weoro yuolae cou LS uilas .l o Sl 29790 i slaosls u;):T ovbwl 5 8555 el as siw ol

+ 2 g (o

3J|3m



	Elastron® G G501.A50.N.PS

