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ColorFast® FRPC310
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psi 9601.52
psi 8006.1

psi 500381.1
psi 14938.91

ft-lb/in 2.06

JUroul puianran

F° 287.6

g/cm3 1.27
g/10 min 9.0
% to 0.40 0.20

85

MPa 66.2
MPa 55.2

% 8.0
% 15

MPa 3450
MPa 103

J/m 110
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F° 249.8

F°590.0 - 550.4
F° 609.8 - 570.2
F° 629.6 - 590.0
F° 620.6 - 579.2
F° 629.6 - 590.0
F° 240.8 - 179.96

psi 99.93 - 50.04

0.002992 - 0.0009843
in

C° 121
to 4.0 hr 3.0
hr 48

% to 60 40

to 310 °C 288
to 321 °C 299
to 332 °C 310
to 327 °C 304
to 332 °C 310
to 116 °C 82.2

to 0.689 0.345
MPa

to 70 rpm 40

to 0.076 0.025
mm
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Floor 8, Building 2, No.1919 Bazhigiao Road, Nangiao Town, Fengxian 1ol
District, Shanghai 201400, P.R.China

(Kss o515) Zhao Yong sl tomlei Joiano

sales@su-jiao.com A |

www.polymersdata.com tfeulbwog

+86-134-2475-5533 ol jon

4J|4o\:u}.;o



	ColorFast® FRPC310

